TUF-TOP COATINGS
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WATER REPELLENT CONCRETE SEALER
12-XX
TUF-TOP SILICONE ACRYLIC WATER REFELLENT SEALER is a very durable , deep penetrating,
solvent-based warer vepellent sealer For ise on comerete diivesavs, garages, walkways, pool decks, patios, veitical and
split Fauee block, masoury walls, and any concrele swface that needs protcction and beannioaton.
The very unique formulation of TUF-TOP SILICONE ACRYLIC SEALER allows for decp penetration into
comcrele o give very long lasting color and prodection, O, stained, unsightly are casily ransformed into very antracive
aieas with TUFR-TOP SEALEE. TUF-TOP SEALER 1o ilr resistant fo ulivaviale s,
oil, grease dovimg ruins, amd bot iee preck-up, Becaonse of i water eepellenn gquadites it will alse prevent spalling Scracking
as well as iull.i]:li.liug il amd mildesw o ol

CONCRETE, BLOCK & MASONEY
SURFACES

FEATURES:
PENETRATES & SEALS

3 EXCELLENT EXTERIOR

HORBIFONTAL & VERTICAL - WATER REFELLENT DURABILITY
SURFACES CONCRETE
CONDOMINIUM & "
WPARTMENT WALKWAYS

WEAR RESISTANT

RESISTANT T HOT
TIRES

PREPARATION:

| MEW OR UNPAINTED CONCRETE b - Make sure concrete 15 sonned and oot crumbling. Al surfaces o be pamted muose
e free of contaminanis :lu']l.l-ell.nq bt et limniteel do ;o ddeer, oil, gremse, e lel @med milclew, curing compoamds and sealers .

These contaminants muast be removed Torm the surbivee and poces of the conere e 1o msure the stain Lﬂ.'i goodd contact with the
substrate. Ol and grease shonld be scrubbed clean with detergent or trsodium phosphate diluted in water. ¥ildew and mold
should be killed with bleach. Best resulis wall be obiined with additonal pressure r][!:n:m . New or bare concrete should be
etched with morriatic acid Swater © 122 1. Alloar acid soluiion to react For 1520 mimnes on IIEM' surace . [Jo nodt allow the solution
tcr alry oot Smooth trowelled conerete muost be etched wotil o 1202220 g sandpaper bke Teel s obaned. Eaching opens wp the
pores of the concrete o allow pepetration of the stain, Concrete should be thoroughly pressure washed, scrubbed, rinsed,

and allowed to dry completely | 24 hes minimom b belore staiming,

NOTE: ALL NEW CONCRETE SHOULD BE ALLOYWED Ty CURE FOR 45 DAYS PRIOR TO APPLYING 8TAIN.

{ OVER OLD PAINT )- TUF-TOP STAIN may be applied over most svlens based acivlic stans il tse v ave Groly booded o

the swface | a small west pateh i vecommended b Make suve tle surfoce i free of contuminants- follow cleaning imsiractions

o mew concrete, TUF -TOP CONCRETE WATER REPELLENT will noi adhere satisfactonly to epocies, polvarethanes,
albyvda, warer-based fAoor panes, silicate sealers, curing compoands, weieheanes, surface hardeners, erc,
FA ) - Bl B Ta
APPLICATION:
"ﬂlrllj' withi rodler, sprav, or brmsh, . $tr contents thoroughly o insare an even micture of pigmends amnd recins. -\l?lzfj' at n rwle
L0 - 250 square Feet per gallon depending on the profile’. and porosity of the suface. WORE THE COATING TN TO

THE SUBRFACE 1 PREVENT PEMETHEATHN BUBRBLING. Two conts are recommended for satistnetory resulis,
May be reconted in 12 howrs under geod drving conditions.

DRYING TIME:

0 DRY TOTOUCH: 30 MINUTES BECOAT AND LIGHT TEAFFIC : 12 HOURS  VEHICLES: 72 HOURS |
T'hese div timees ave for 75 degree It'IJIlLIt'Ji.IILII'I.'h amd anedivm himidities, Low tempe ratores will exeemd diving amd curning time,

Mossture aaned dew on the surface wall sl tae Chlrnag e surfoce does HEH LT




LIMITATIONS FOR TUF-TOP SILICONE ACRYLIC SEALER
*NOT NEOTZ, CALIFORNIA, OR ARIZONA COMPLIANT
= Do mot apply when air or swrface temperatares exceed 90F or lap marking bubbling may occor

* Do not apply 1o wet or damp concrete. Excessive motsture m concrete will inhibit the penetration of the stain
and caunse improper curing. Flaking or lifting of the stain may occor later.

* Do not l]:lrll.:l.' when i IAY TilLTl Chr ol dew miay condense on the surface before the praint has proper itme o dry.
* Allow for slow dryving during cold weather and high humiday.
= Although resistant o oil, grease and most household chemicals, TUF-TOP $TAIN will sofien if exposed io
gasoline, Il gasoline is spilled on the surlace allow i 1o evaporate rather than wiping 1 up. This will allow

the coallng bo recover and harden. Also note that muriatie acid and concentrated bleach IRY CSE So0me
discoloration. [t is recommended these substances be rinsed off immediaiely.

DO NOT APPLY OVER STAMPED CONCRETE! STAMPED CONCRETE I8 USUALLY PUT DOWN
WITH FORM OILS, HARDENERS, SILICATE SEALERS, WAXES, POLYURETHANE CLEARS AND
STAINS. ALL OR ANY OF THESE WILL CAUSE ADHESION PROBLEMS.

= Mot for nse below grade or in areas subjecied o hvdrostaiic pressare.

TECHNICAL DATA

( Varies with color, data shown 15 lor white)

SOLIDSVOLUME 27% depends on color

SOLIDS"WEIGHT 4% depends on color

COVERAGE 10hQ-2 5 sef. - .. 'gal depending on parasity and texture of substrate
CLEAN-UP Xlyveme or Toluene

VOO CONTENT Less than 600 gpl/5.0 [b/gl.

DR Solvent Ordaor

APPEARANCE Matte Ninizsh -calors | Gloss fimish -clear

LICHT STABILITY EXCELLENT

DURABILIT EXCELLENT

I
ITY

ABRASION RESI

1111 51

STANCE EXCELLENT
CASOLINE STANCE FAIR
CHEMICAL RIS '[‘11 ANCE GOOD- Avold sirong cleaners degreasers
WATER RESISTANCE EXCELLENT
BOMNDING VERY GOOD
AIM CATEGORY “. ATER REPELLENT SEALLER
C.0..F. o8 { With Bhine Hide .84- 046 )

‘COEFFICIENT OF FRICTION W ll I VARY DEPENDING UPON APPLICATION MET HOD, FILM
BUILD, SUBSTRATE PROFILE, AND SURFACE CONTAMINATION. REFERENCE LISTED 18
OVER A SMOOTH TROWELLED SURFACE.
FOR VERTICAL APPLICATIONS, PLEASE REFER TO THE TUF- TOP SILICONE ACRYLIC
DATA SHEET FOR MORE DETAILED INFORMATION.
MEETS OR EXCEEDS THE FOLLOWING TEST METHODS
G-23-F 2000 HRS.

TT-C-555b
CAITION: BE AWARE THAT SOME STAINED PELESTHIAN SURFACES MAY BECOME SLIFFERY
WHEMN WET. IF THIS sTAIN BUILDS OGN A HORIZOMNTAL GR SLOPED SURFACE, OR 15 AFPLIED OVER GILS
PaleT O STARIN, THIS CaTING MAY GET “SLICK™ WHEMN WET. IF THE SURFACE HAS NOT ALREEADY BREEMN
FTREATED T BEDUCE SLIF HAZARDS, SAND O OTHER GRITTY MATERIAL MY BE ADGED TGO

IHLS PRODUCT BEFORE OR DURING APPLICATIGN TO REDUCE THIS CONDITION, [T 1§ THE
SOLE RESFONSIDILITY OF THE APPLICATOR OF OWNER TO DETERMINE THE SUITABILITY
AND SAFETY QF AFFLYING THIS FRODUCTION AREAS OF FEDESTRIAN TRAFFIC,

CAUTION ; DO NOT TAKE INTERNALLY, CLOSE CONTAINER AFTER USE, KEEF OUT OF REACH OF CHILDREN.

MANUFACTURED BY: TUF-TOPF COATINGS DIVISION OF MARINE INDUSTRIAL FAINT COINC, 5T, FETERSBURG, FL
PHONK PEF-S87-0082 00459000 F FAX 7275301808  WHWW TLUFTOF COM

LIMITATION OF LIAHILITY: The Mapsficrerer and/or safar warmeaey char if sop goods sappiied prore dafacrien io workmanabip or menenial, cher S afscrarar sadfar salfar phal?
migdace thaem ar rafaad cha parchaas poice. This marraary i mads da livs =f say sod adl ader wirrsonas arprassd or imglied. Bafers sappliceian, cha Daar sdall damsrming cha
amirskility of cha proface far B daed and Faer sl ripks axzd Lndidivder. whsrcerer io conneczion tharemich Uoder 35 circempmocas sball chs Myzadscarer wedfor Salfar
e lindie for decidescsl, copseparmial or echar dameges for alfeged oegligvece, bresch ar waaveacy, ar mrice labiliry sriciog oor of e or beodling of rhds prodocr. Ths sole

Makilfey aff Measwlficosrer sadfar Faflar For saF cladima snaisg ose af cha g ar aals af chs prodoecy afadl bs for Cear’s perchess grics.




